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AGXCEL INSTALLATION GUIDE 
FOR THE JD 1790 PLANTER
P/N# 53968

THIS DOCUMENT SERVES AS 
A GUIDE FOR THE INSTALLA-
TION OF THE AGXCEL 1790 
BRACKET FOR MOUNTING 
THE GX LINE OF LIQUID 
FERTILIZER APPLICATION 
SYSTEMS. 

THE 1790 BRACKET 
MOUNTS ON THE REAR OF 
THE PLANTER BETWEEN 
THE LIFT ASSIST WHEELS AS 
SHOWN IN THE PICTURE TO 
THE LEFT.

THERE ARE 4 – 2X6.5 UBOLTS THAT WILL MOUNT THE 1790 BRACKET 
TO THE 2X6 FRAME. POSITION THE 1790 BRACKET SO THAT IT DOES 
NOT INTERFERE WITH ANY SEED TUBES, HOSES OR HARNESSES. 

UBOLTS WILL BE INSTALLED FROM THE BOTTOM OF THE FRAME TO 
THE TOP AND THEN THROUGH THE 1790 BRACKETS.

NOW THAT THE 1790 BRACKET IS INSTALLED, YOU CAN NOW MOUNT 
THE AGXCEL GX2 OR GX5 SYSTEM ON TOP OF THE 1790 BRACKET.

BEFORE YOU BEGIN, VERIFY THE “PACKAGE 
CONTENTS” TO ENSURE ALL ITEMS ARE 
INCLUDED.

JD 1790 PLANTER BRACKET

(READ INSTRUCTIONS COMPLETELY BEFORE BEGINNING INSTALLATION)


